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(e) Progressive flooding. In the design
calculations required by § 172.225, pro-
gressive flooding between spaces con-
nected by pipes, ducts or tunnels must
be assumed unless:

(1) Pipes within the assumed extent
of damage are equipped with arrange-
ments such as stop check valves to pre-
vent progressive flooding to other
spaces with which they connect; and,

(2) Progressive flooding through
ducts or tunnels is protected against
by:

(i) Retractable inflatable seals to
cargo hopper gates; or

(ii) Guillotine doors in bulkheads in
way of the conveyor belt.
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Subpart A—General

§ 173.001 Applicability.
Each vessel that is engaged in one of

the following activities must comply
with the applicable provisions of this
part:

(a) Lifting.
(b) Training (schoolship).
(c) Oceanographic research.
(d) Towing.

Subpart B—Lifting

§ 173.005 Specific applicability.
This subpart applies to each vessel

that—
(a) Is equipped to lift cargo or other

objects; and
(b) Has a maximum heeling moment

due to hook load greater than or equal
to—
(0.67)(W)(GM)(F/B) in meter-metric tons

(foot-long tons), where—
W=displacement of the vessel with the hook

load included in metric (long) tons.
GM=metacentric height with hook load in-

cluded in meters (feet).
F=freeboard to the deck edge amidships in

meters (feet).
B=beam in meters (feet).

[CGD 79–023, 48 FR 51045, Nov. 4, 1983, as
amended by CGD 85–080, 61 FR 945, Jan. 10,
1996]

§ 173.007 Location of the hook load.
When doing the calculations required

in this subpart, the hook load must be
considered to be located at the head of
the crane.

§ 173.010 Definitions.
As used in this part—
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